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AGENDA 
Petaluma Valley Groundwater Sustainability Agency 

Advisory Committee Meeting 

Date/time: Wednesday, May 9th I 5:30 – 7:30 pm 
Meeting Location: Petaluma Community Center, 320 N. McDowell Blvd. Petaluma 
Contact: Valerie Minton Quinto, Interim GSA Administrator 
Email: vminton@sonomarcd.org I Phone: 707.569.1448 x102 

Time Agenda Item Materials 

5:30 Welcome, Introductions and Agenda Review Agenda
Facilitator Rich Wilson, Sacramento State University College of Continuing 
Education Previous meeting summary 

5:40 General Public Comment
Public comment on matters not on the agenda and within the jurisdictions of 
the Advisory Committee. 

5:50 GSA Staff and Advisory Committee Updates
Interim Administrator, Plan Manager, and other Staff 
Advisory Committee Members 

Objective: GSA staff and, as needed, committee members, briefly provide 
relevant updates that inform Advisory Committee discussions.

6:00 Fee/Rate Study Update Basin data fact sheet (on-
GSA Staff hand at meeting) 
 Update on fee/rate study, data analysis progress
 Questions from Committee

Objective: Provide update on the status of the fee/rate study, and discuss next 
steps and timing.   

6:15 Potential Charter Revisions Potential charter revision 
Facilitator Rich Wilson language 
 Review, discussion and possible action on additional charter language

describing the process for creating ad hoc working groups

Objective: Review, discuss, and possibly adopt charter revisions.

6:30 Groundwater Sustainability Plan Primer on general 
Marcus Trotta, Sonoma County Water Agency groundwater concepts 
 Primer on Groundwater Science
 Review of initial draft Plan Area information: land use and well distribution PowerPoint presentation 

maps (on-hand at meeting) 

Objective: Develop common understanding of general groundwater concepts, 
relevancy to GSP requirements and review Primer.

7:15 Meeting Adjourns
Next meeting: 
Next regular meeting is scheduled for July 11, 2018 
Advisory Committee may hold an additional meeting on June 13, 2018 if needed. 



AGENDA 
Petaluma Valley Groundwater Sustainability Agency 

Advisory Committee Meeting 

Accessibility 
If you need special assistance to participate in this meeting, please contact Valerie Minton Quinto at 707.569.1448 x102 
or by email at vminton@sonomarcd.org. Notification of at least 48 hours prior to the meeting will assist staff in assuring 
that reasonable arrangements can be made to provide accessibility o the meeting.  

Agenda Materials 
Agenda materials are available for review at City of Petaluma, Public Works and Utilities Department, 
202 N. McDowell Boulevard, Petaluma, CA 94954 during normal business hours, and a copy of the agenda packet will be 
available for public review at the meeting. Any documents provided at the meeting by staff will also be available to the 
public. Any documents provided to the Advisory Committee during the meeting by the public will be available the next 
business day following the meeting. The agenda and agenda packet materials are also available at: 
http://www.sonomacountygroundwater.org/pv/.    

Public Comment 
Members of the public may attend meetings of the Petaluma Valley GSA Advisory Committee and may comment before 
Advisory Committee consideration of individual agenda items, or during General Public Comment on any matter within 
the jurisdiction of the Advisory Committee. As needed, time limits may be placed on public comments to ensure the 
Advisory Committee is reasonably able to address all agenda items during the course of the meeting.  
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Petaluma Valley Groundwater Sustainability Agency 
Advisory Committee Meeting 

MEETING SUMMARY 

Meeting date/time: April 11, 2018 I 5:30 p.m. – 7:30 p.m. 
Location: Petaluma Community Center, 320 N. McDowell Blvd. Petaluma
Contact: Valerie Minton Quinto, Interim GSA Administrator 
Email: vminton@sonomarcd.org I Phone: 707.569.1448 x102   

MEETING RECAP 

 The facilitator welcomed all attendees, reviewed the agenda and kicked off the meeting.

 Two public comments were received:
o Molly Nitzbury raised a concern that the GSA would not be able to calculate water use for people whose

well pumps are powered by propane. Staff clarified that electricity use is not the only way to determine
water use.

o Leif Knudsen introduced himself and shared that his company is offering assistance with groundwater
level monitoring products.

 Valerie Quinto, Interim Administrator for the GSA, shared updates regarding the last Board meeting. Eugene
Cammozzi voiced concern that the Board had made a decision not to request a basin boundary modification in the
Wilson Grove area without a recommendation from the Advisory Committee (AC). Staff explained that a detailed
summary of the AC discussion had been shared with the Board, but that because the Committee had not reached
consensus on the Wilson Grove area, a recommendation had not been presented. In the future, staff will make it
very clear when it is time for the AC to develop a recommendation to the Board.

 Jay Jasperse, Plan Manager, gave an update on the Department of Water Resources grant, an aquifer storage and
recovery pilot study in Sonoma Valley, and work underway to learn more about vineyard water use through experts
with the University of California Cooperative Extension and local growers in all three Sonoma County GSA basins.
Drew Buechley volunteered to assist with information on ag water use.

 Marcus Trotta gave a presentation on the steps of Groundwater Sustainability Plan (GSP) development. He noted
that in the first phase of GSP development (Plan Area and Basin Setting), a primary area for Advisory Committee
recommendations will be assessing the need for and defining any proposed management areas within the basin. The
Advisory Committee asked questions about the budget for GSP development, and clarified that this is only part of
the Agency’s budget through 2022, there are also administrative costs associated with running the Agency. The
Committee asked how the basin is doing on the 6 sustainability indicators defined by SGMA, and Marcus noted that,
while a lot of that information will need to come out the USGS study of the basin, it appears that the basin is in
pretty good shape with regard to at least some of the sustainability indicators. Ultimately, the thresholds for what is
“significant and unreasonable” will be defined with local input, combined with the best available information and
professionally-accepted scientific methods. Two public comments were received on this item:

o Norma Ginnings asked whether notes from the recent community meeting are available, and whether
there is still opportunity for public input. Staff responded yes to both items, and directed her to the
GSA’s website.

o Don Stratten asked whether fees and metering would occur before or after the GSP is adopted. Staff
responded that “phase 1” fees (i.e. fees that would be charged before the GSP is developed to support
Agency operations and GSP development) are currently being considered, and that under SGMA the GSA
can meter wells before the GPS is in place, with the exception of de minimis users (users that use 2 acre-
feet or less per year for domestic use only).

 Rich Wilson introduced the fee/rate study item and Ann DuBay presented themes from the community meetings,
including:

o General interest in sharing the pains and gains
o Also a thought that people who use more water should be charged more
o Interest in how to account for recharge and conservation
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Petaluma Valley Groundwater Sustainability Agency 
Advisory Committee Meeting 

MEETING SUMMARY 

o Land use discussions, in particular members of the public expressed concerns about water use
associated with cannabis cultivation in the Petaluma Valley basin

Full notes from the community meetings were provided to the AC and are available on the GSA’s website.  
Ann DuBay and Jay Jasperse also presented a draft document on conceptual options for fees, emphasizing that 
these are scenarios and no decisions have been made yet.  The Committee discussed the pros and cons of each 
option outlined in the memo. Highlights from the discussion are provided below. 
Option 4 – State Intervention 

o What is the cost of this option when all said and done? What they’re asking per acre-foot isn’t bad,
except that you have to pay twice – pay the fees and then also pay for GSP development.

o Would landowners deal with the GSA or directly with the state? The state would assess well users
directly, while trying to get the GSA to fund the GSP at the same time they’re charging well users. If they
can’t get the GSA to do the GSP, not clear whether they will assess well owners in order to pay for
studies/GSP/adjudication.

o Are there any examples yet of basins doing this? Not yet, it’s early.
o Simpler, could avoid duplication
o The state would create the plan and the locals may not like the outcome. For example, the state may

not look at options like recycled water, just at limiting people’s pumping.
Option 3 – Parcel Tax 

o Very expensive, very risky, not likely to pass in Petaluma (Petaluma wouldn’t pass a $10 tax for parks),
bad PR, becomes a political football during the election, this could be a lose/lose

o What would the cost be per parcel? Approximately $22 per parcel.
o No incentive for multi-family housing owners to conserve because their footprint is the same as regular

homeowners with more residents/use. In fact, this option provides no incentive for conservation
anywhere. An alternate perspective is that people who own wells have an inherent interest in
conservation because they a relying on those wells continuing to produce water.

o If it passes, this option would have the advantage of simplicity.
o Any of these options could be legally challenged.
o Could you combine parcel fee and usage? i.e. base fee + use fee. Starting with use would get you past

the tax issue, then you could charge the base fee on top of that.
o Could you go beyond parcel level and charge fee for every resident or business that uses water?
o One table at community meeting thought that per parcel was a more fair approach, as long as it has

qualifiers such as land use and occupancy.
Option 1 – Extraction-based fees 

o Encourages good behavior/conservation. An alternate perspective is that the fee would be so small for
extraction that it wouldn’t impact behavior. If it’s really cheap per acre-foot then it might actually cause
people to value water less.

o It’s fair: users pay, and if you use more you pay more.
o It’s simpler without recharge involved; also simple in that it avoids figuring out how many people are in

a household.
o Will city water usage be based on groundwater use or total water use? It would be based on

groundwater usage, but complicated to decide how far back to go with water usage data.
o If the fee to keep a backup well is low, it’s totally worth it (water security is a privilege). However, people

who live in the city may not even know the city has backup wells.
o The only way to get the real numbers is to have meters on every well, this would be costly (average cost

would be $100 per well).
o For ag and rural residential this isn’t really based on metering, if wells aren’t metered the scenario uses

a proxy for water use. Where there is metered data you use it, where there isn’t data you use proxy.

2 



Petaluma Valley Groundwater Sustainability Agency 
Advisory Committee Meeting 

MEETING SUMMARY 

o City of Petaluma staff share a number about city water use at the community meeting – 9% of 60,000
people is a lot of water.

o How would we determine the city users in and out of the basin? The city can pass along the fees they
pay to whichever city water users they want to charge. The city could roll their costs into the water
rates.

o Drawback is huge cost to regulate the whole basin.
o For parcels that are on a small water system, in aggregate they might be above the de minimis use

amount.
Option 2 –  “Hybrid” approach to fees 

o It’s a positive that users pay in this scenario.
o Simpler in that you don’t need extraction data, though you could still use extraction data from the City.
o Easier/simpler than extraction, because you don’t have to calculate water use by user, just by category.
o Difficulty with options 1 and 2 is knowing percent of use for each type of user, you’d want to have good

data.
o How often would you change the calculations? Categories shares might change, do you revisit every

year? More or less often? Because these “phase 1” fees are only for 5 years, you could revisit after those
5 years/once the GSP is completed.

o Least cost to implement of all the plans, the hard part will be what number is the fair number between
the user groups.

o If the ag part isn’t broken into sub-groups it’s not fair.
o While the group did not form a recommendation (that will be done at a subsequent meeting), they

generally leaned toward option 2 as the most feasible.
Next steps on the fee/rate study include more staff/consultant work, another AC meeting to formulate a 
recommendation, and a late May board meeting (note: since the AC meeting, the May board meeting has been 
moved to June 21). Additional, general discussion on next steps: 

o The number of known wells is very small, and is based on well logs submitted to the County/state. Staff
and consultants are working on estimates of actual number, which is anticipated to be larger than the
group of known wells.

o Is the Petaluma AC we tracking with the other advisory committees? Yes, all are on roughly the same
schedule for working on this item.

o Request for a state sheet: number of wells, number of parcels, costs of various approaches. If the cost of
metering is $2,000, and the fee based on less detailed info is $50 per year, he’d rather pay the $50 per
year.

o Do we have enough data to accurately estimate ag water use in the basin? Yes, based on land use and
average use information that is being collected. How about cannabis? Yes, to the extent that cultivation
areas are known.

Summary of Action Items 

Action Item Responsible Party Deadline

Provide a link to more information on the Marcus By next meeting
aquifer storage and recovery project. 

Provide links to the Slow it. Spread it. Sink Valerie By next meeting
it. Store it! Brochure and the Petaluma 
Historical Hydrology study report 

Ask legal counsel about the ability to Staff By next meeting
charge a per person fee rather than a per 
parcel fee. 
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Provide a stat sheet with data on wells, Staff By next meeting
parcels, etc. 

Petaluma Valley Groundwater Sustainability Agency 
Advisory Committee Meeting 

MEETING SUMMARY 

Next Meeting: May 9, 2018, 5:30 p.m. – 7:30 p.m., Petaluma Community Center 

Website for meeting material posting: http://www.sonomagroundwater.org/pv/

MEETING ATTENDEES1

Advisory Committee Members 
Drew Buechley, Agricultural Representative 
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1 In addition to Advisory Committee Members and staff, several members of the public attended the meeting. 

Andy Rodgers, Business Representative 
Clayton Engstrom, Rural Residential Representative 
Scott Tweten, At Large Representative 
Heidi Bauer, City of Petaluma Representative 
Gary Mickelson, County of Sonoma Representative 
Eugene Camozzi, North Bay Water District Representative 
Martha Murphy, Sonoma County Water Agency Representative 
Lindsey Strain, Sonoma Resource Conservation District Representative 

Advisory Committee Members Absent 
John Shribbs, Environmental Representative 

Staff 
Valerie Quinto, Interim Administrator 
Jay Jasperse, Plan Manager 
Ann DuBay, Sonoma County Water Agency 
Marcus Trotta, Sonoma County Water Agency 
Lauren Dunlap, Sonoma County Water Agency 
Molly Oshun, Sonoma County Water Agency 
Tito Sasaki, North Bay Water District 
Chelsea Thompson, City of Petaluma 
Rich Wilson, Center for Collaborative Policy (facilitator) 



Proposed charter edit re: establishment of ad hoc workgroups 
 

Subcommittees 
The Advisory Committee can form ad hoc subcommittees or workgroups to assist with its 
charge advising the PVGSA Board on groundwater sustainability plan development and 
implementation, and on Agency policies. Subcommittee or workgroup composition should be 
representative of diverse groundwater interests. Subcommittees will develop proposals or 
recommendations for full Advisory Committee consideration. Any established subcommittee 
will operate in accordance with the Brown Act. 
 
On an as needed basis, and in coordination with GSA staff and the facilitator, the chair will call 
for, solicit interested committee member participation, and affirm establishment of ad hoc 
workgroups. Upon establishment, the chair, will generally define the scope and expected 
duration of any ad hoc workgroup. As needed, the chair may adjust the scope and extend the 
duration of any workgroup. The number of members on any ad hoc workgroup will be limited 
to five to ensure manageable group size and efficiency of work effort. GSA staff, facilitators and 
technical experts will provide assistance to ad hoc workgroups as needed. Ad hoc workgroups 
will not provide advice or recommendations directly to the PVGSA Board. Rather, ad hoc 
workgroup products will be presented to the full Advisory Committee for consideration. Ad hoc 
workgroups will abide by the Advisory Committee’s ground rules. 
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General  
Groundwater  
Concepts 

 
 
 
 
Hydrologic Cycle  
All water on the surface of the earth and underground are part of the hydrologic cycle (Figure 
1), driven by natural processes that constantly transform water from liquid to solid or vapor 
and back to liquid while moving it from place to place. 
 
Water evaporates from ponds, lakes, oceans, reservoirs, and soils. Plants take water from the 
ground and emit water vapor into the air called evapotranspiration. The water vapor forms 
clouds that eventually condense and return to the earth’s surface as precipitation such as fog, 
rain, sleet, or snow.  
 
During storms, water runs off the 
surface into streams or water 
bodies or seeps into the ground. 
Water that sinks into soils or 
surface rock recharges 
groundwater reservoirs or 
aquifers. Groundwater can 
discharge at seeps or springs, or 
into rivers, streams, lakes and 
oceans, or wells. In arid areas and 
during the summer, precipitation 
may first infiltrate into the 
ground, but much of it quickly 
returns to the cycle through 
evapotranspiration.  
 
 

Figure 1: The Hydrologic Cycle – The Earth contains a finite 
amount of water as is il lustrated here, showing how the water 
moves, from the oceans by evaporation, falling as 
precipitation back to the land and moving through streams, 
into lakes and into the subsurface as groundwater.  
 

How to Stay Involved 
 
Visit Website: sonomacountygroundwater.org 
 
Join Email List to Receive Periodic Updates: sonomacountygroundwater.org/email/ 
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What Is Groundwater? 
 
Water infiltrates and collects 
underground, and is held in an upper 
unsaturated zone and a lower 
saturated (“groundwater”) zone 
(Figure 2).  
 
The unsaturated zone is located 
immediately beneath the land surface 
and above the water table, and the 
zone’s pore spaces contain both air 
and water. Forces exerted by soil and 
rock surfaces bind water drops or 
films in the pore spaces.  A well 
drilled into the unsaturated zone will 
not produce water because the water 
drops or films attach too tightly to the 
surfaces to be pumped.  
 
In the saturated zone all the open 
spaces are filled with groundwater. 
The top of the saturated zone is called 
the water table. The saturated zone 
supplies water to wells.  Like surface 
water, groundwater flows from higher 
to lower levels, under the influence of 
gravity (Figure 3). The pressure or 
elevation difference between higher 
and lower levels is called the hydraulic 
head.  
 
 

Finding Groundwater  
 

 
Sediment and rock characteristics determine where groundwater may be tapped for human 
use. Wells produce water from two general types of geologic materials:  
 
 

 Sediments: Sediments are made up of gravel, sand, silt and clay. Coarse gravel and 
sand sediment in and near stream channels tend to have abundant, large interconnected 
pore spaces between grains that allow groundwater to readily flow. Fine silt- and clay 
sediments tend to have small pore spaces that are not well interconnected, with small 
grain sizes that have large surface areas causing increased friction that impedes water 
flow. 
 
 Bedrock: Bedrock is a general term for solid rock, such as granite or sandstone that lies 
beneath soil and sediments. In bedrock, most of the water is held and flows through 
fractures in the rock.  

Figure 2: Schematic showing the unsaturated and 
saturated zones, and the occurrence of groundwater in 
porous media (right bottom - alluvial sands and 
gravels) , and fractured hard rock (left bottom). 
Fractures in hard rock typically range from a few 
millimeters to more than a centimeter.  
 

“The saturated zone 
supplies water to wells.” 
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The amount of available groundwater depends on porosity and permeability. Groundwater 
moves through the open pore spaces between sediment grains. The porosity of the sediment or 
sedimentary rock is the volume of pore spaces divided by the total volume of rock, usually 
expressed as percent porosity.  

The permeability, also called hydraulic conductivity, of the porous sediment or rock measures 
the ability of water to move through the material. Permeability depends on many factors, 
including porosity, grain size and distribution, and grain shape and arrangement.  Although clay 
is considered to have a high porosity and water holding capacity, its permeability is very low 
due to the lack of connection between pore spaces. In contrast, gravels have both a high 
porosity and permeability, as it typically contains open and connected pore spaces. 
 

There are many different types of 
rock, and porosity can form in a 
variety of ways. Bedrock, such as 
granite, has porosity in the fractures 
that form over time. Volcanic rocks 
can have porosity from holes in the 
rock and also fractures. Fractures 
occur from the varying stresses 
within the earth or from weathering 
processes at the earth’s surface. 
 
Fractures are generally quite small, 
on the order of a few millimeters to 
more than a centimeter wide, but 
vary significantly at local and 
regional scales, and even on the 
scale of a well site. While exceptions 
exist, the yield from wells in 
fractured bedrock is generally much 
lower than yields from wells in 
sediments. 
 

 
Aquifers 
 
An aquifer is a saturated zone of sediment or rock with high enough permeability to transmit 
groundwater, yielding economically significant quantities of water to wells and springs. 
Groundwater stored in aquifers can be pumped to the surface through wells to supply water for 
agriculture, homes and cities. 
 
Saturated sediments and rocks are called aquifers when they are permeable enough to transmit 
water sufficient to supply a residence, farm, town, or city. Aquifers are complex environments 
that can be highly variable in composition and how they influence the direction of groundwater 
flow and affect the water quality.  

Figure 3: Recharge of groundwater, groundwater flow 
and interconnection of surface water, showing wells 
completed in unconfined and confined aquifers.  
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While aquifers may be thought of as 
underground reservoirs, storing water 
underground is more complex than in a 
surface reservoir. An aquifer is something 
like a sponge, but made of various rock 
materials with variously-sized open spaces. 
The water surface and flow patterns within 
aquifer material are not visible from the 
surface, and groundwater reservoirs take 
much longer to fill and extract water from 
than a surface water reservoir.  
  
Aquifers can be either unconfined or 
confined (under pressure).  Figure 4 
illustrates the difference between an 
unconfined aquifer and a confined aquifer 
both of which occur below the unsaturated 
zone in the saturated zone.  Unconfined 
aquifers are open to the atmosphere and 
are bounded at the top by the water table, 
which forms the transition between the 
unsaturated and saturated zones. Confined 
aquifers are typically found beneath 
unconfined aquifers and are separated by 
low permeability silt or clay confining 
layers (or aquitards).  
 
 

Groundwater pressure varies depending on 
the aquifer. The groundwater level in a well 
completed in an unconfined aquifer will be 
the same as the water table (wells D and E) 
and, like surface water, will be at 
atmospheric pressure.  
 
The groundwater in a confined aquifer is 
under a pressure greater than atmospheric 
pressure. When a well penetrates the layer 
that confines the aquifer, the water will rise 
in the well to the potentiometric surface 
level of the confined aquifer (wells A, B and 
C). The potentiometric surface is 
determined by the confined aquifer’s 
highest elevation. 
 
Where there is substantial rainfall, the 
water table generally mimics a slightly 
flattened outline of the land surface. In arid 
zones the water table is much flatter and 
frequently much deeper than in more 
temperate zones. 
 
  
 
 

Figure 4: Types of aquifers showing groundwater levels in wells in unconfined (or water 
table) , and confined. 
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Surface Water and Groundwater Interaction 
 
Surface water is commonly connected to 
groundwater, but the relationship is difficult 
to observe and measure.  The relationship 
between surface water and groundwater depends 
on the amount of water available in the stream 
and in local aquifers, as well as the subsurface 
geology. Under natural hydrologic conditions, 
some streams gain flow from groundwater 
(Figure 5-A, right) and other streams lose flow to 
groundwater (Figures 5-B and C, right). Thus, in 
some areas (gaining streams) groundwater 
aquifers can help support streamflow during dry 
weather conditions and in other areas (losing 
streams) surface water bodies are important 
sources of recharge to groundwater aquifers.  
Streams can also shift between gaining and losing 
flow along their courses and over time when the 
hydrology, underlying geology, local climate, or 
streamflow conditions change.  

 

Figure 5: (A) Gaining streams receive water from the 
groundwater system. (B) Losing streams lose or add 
water to the groundwater system. (C) Disconnected 
streams are separated from the groundwater system 
by an unsaturated zone.  

  Groundwater Movement 
 
Groundwater is generally hidden from view and therefore its presence and movement through 
the aquifers cannot be tracked visually. Collecting and evaluating well and stream-flow data can 
provide good information about groundwater flow and quality. Information from multiple 
wells is used to determine where groundwater is present and which way it is flowing.  
 
Aquifers recharge whenever precipitation or surface water supplies exceed evapotranspiration. 
Gravity moves groundwater away from recharge areas toward natural discharge areas. In an 
unconfined aquifer, an increase in water level is caused by adding water to the aquifer. In a 
confined aquifer, an increase in pressure is the result of an increase in the height of water in the 
recharge areas. As the aquifer’s pressure decreases, the level of discharge also will decrease.   
 
Time provides another complexity. The rate of movement depends on a variety of factors: 

• Hydraulic conductivity, also known as permeability—a measure of how much water the 
rock can transmit 

• Fluid viscosity or the thickness of the fluid 
• The gradient or slope of the water table 

 
Water that recharges an aquifer does not immediately supply a pumping well, but may take 
days to centuries or more to reach a well site.  
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Figure 6:  
The figure 
illustrates 

groundwater 
system recharge 

and discharge 
areas and 

estimates time 
for a water 

molecule to flow 
along various 

paths from 
recharge to 

discharge areas.  

Groundwater Recharge 
 
Natural recharge generally occurs in 
permeable soils, sediments and fractured 
bedrock during periods when precipitation 
exceeds evapotranspiration or when streams 
are flowing. When rain falls faster than it can 
soak into the ground, runoff occurs and limits 
the amount of water that is recharged.  Other 
factors that can limit recharge include the 
presence of hard surfaces, such as roads and 
driveways, the presence of shallow clay layers, 
and areas with a shallow water table.  In many 
areas of California, stream channels typically 
provide a significant source of recharge to 
groundwater basins. The identification and 
protection of groundwater recharge areas is 
an important step in sustaining groundwater 
basins.  
 
Seepage from canals, surface reservoirs, septic 
and leaking water supply systems, urban 
watering and storm runoff also contribute to 
recharge. Recharge can also result from 
irrigating crops. When applying more 
irrigation water than a crop can absorb or 
water can evaporate, the excess sinks through 
the root zone and gradually recharges 
groundwater.  
 
Recharge can be enhanced by placing water in 
spreading basins to percolate into the ground, 
modifying stream channels and surface 
topography to slow the rate of runoff and 
increase infiltration of stormwater, and 
inserting water into recharge wells. 
 
 
 
 
 
 
 
 
 
 
 
 

  Groundwater Discharge 
 
The speed and manner of groundwater 
movement from recharge areas to discharge 
areas where it exits the aquifer (Figure 6), 
depend on the permeability of the various 
materials (sediments, soils, rocks) that the 
water must flow through, the hydraulic 
gradient of the water moving underground, 
hydraulic conductivity of the geologic 
formation, and the cross-sectional area of 
the aquifer (if the aquifer is a hallway, a door 
frame in the hallway is the cross-sectional 
area).  
 
Most natural discharge occurs at springs, 
seepage into stream channels, wetlands and 
seasonal lakes in desert areas. In some 
basins, subsurface flow into another basin or 
into the ocean discharges significant 
amounts of groundwater. Humans can also 
significantly contribute to discharge by 
pumping groundwater from water wells.  
 
Wetlands or lakes can form when the water 
table lies close to or at the ground surface. 
The wetland may disappear if groundwater 
levels are lowered. Water evaporates from 
damp soil marginal to the wetland and is 
removed by the roots of plants.  
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Basin Yield 
Basin yield is the average amount of water 
that can be extracted annually from an 
aquifer or groundwater basin, without 
causing undesirable results, such as 
permanently lowered groundwater levels, 
land surface subsidence, groundwater 
quality degradation, or decreased stream 
flow. Well pumping may vary above or 
below the long-term yield during drought 
or wet years, or as part of basin 
management plans. If water conditions 
(precipitation, recharge, natural discharge, 
pumping, etc.) in a basin change, the basin 
yield may change.   
 
Basin yield does not equal groundwater 
storage. Groundwater storage in a basin is 
the amount of usable water that can be 
technically and economically extracted 
from a basin and is likely to be a very large 
number compared to the yield. For 
example, many arid groundwater basins 
may contain a large amount of usable 
groundwater that accumulated from low 
amounts of annual recharge over a  
significant time period (thousands of years  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

or more).  

The low annual recharge provides low 
basin yield. If annual extractions 
consistently exceed this yield, the 
withdrawals will remove more 
groundwater than can be replaced by 
natural recharge (“mining the 
groundwater” or “aquifer depletion”).  
 
The term “safe yield” is often used in 
judicial proceedings. It is determined by 
technical professionals and subsequently 
interpreted by courts to define the legal 
rights to extract groundwater in a basin.  
 
Groundwater Level Data 
and Overdraft 
Determining how groundwater levels 
change in an aquifer over time requires 
measurements of the depths to 
groundwater in that aquifer’s wells (Figure 
7). The water depth measurements are 
recorded on charts called hydrographs. 
These measurements are the main source 
of information for tracking how the aquifer 
behaves over time during pumping and 
recharge. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 7: A water well hydrograph showing the long-term change in the groundwater level in the 
well over time. This well shows an overall downward change of more than 70 feet in 50 years, 
with seasonal changes of a  few feet.  
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Just a few measurements are not adequate 
for understanding how the aquifer 
responds to water use and recharge and to 
make long-term projections of groundwater 
levels in response to pumping. Instead, 
groundwater level measurements should be 
collected consistently over a long period 
(decades) so that changes in groundwater 
levels can be assessed and management 
strategies can be developed.  
 
 

Overdraft of a groundwater basin or aquifer 
occurs if the amount of water extracted 
exceeds the amount of recharge to the basin 
over a period of many years (during which 
hydrologic conditions do not significantly 
change). A groundwater basin is in a 
condition of overdraft when the water level 
measurements show a downward trend in 
water levels over a period of years, 
including wet years. The hydrograph plots 
water depth measurements for a single well 
that shows long-term decline of that well’s 
groundwater level (Figure 7). If other wells 

within the basin exhibited the same decline, 
the basin would likely be in overdraft.  
 
Overdrafting groundwater basins may have 
significant negative consequences, such as 
water quality degradation, saline intrusion, 
surface subsidence, and increased costs to 
pump groundwater and replace wells.  
 
Limited droughts, or isolated periods of 
abnormally low rainfall, do not cause 
overdraft. Droughts temporarily reduce the 
amount of water available to recharge the 
basin, and if pumping rates remain the 
same, groundwater levels often exhibit 
declines during drought periods. This 
reduction in groundwater storage is similar 
to the lower water level in a surface-water 
reservoir during a drought. When the 
drought is over, groundwater levels often 
exhibit increasing or rising trends (again 
assuming pumping rates remain the same), 
just like a surface water reservoir.

 

Figure 8: A water well hydrograph clearly showing the seasonal changes of 10 to 20 feet in the 
groundwater level in the well each year.  
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  Water Wells 
Water wells can be thought of as windows to the aquifer and provide the only opportunity to 
collect direct information on the groundwater system. Water wells are typically quite expensive 
to install. Therefore, collecting high quality information during water well drilling, constructing 
and testing is important.  
 
 
 
Wells and How They Work 
 
A well is a hole drilled below the ground 
surface into the saturated zone (Figure 9). 
Wells typically have screens at intervals to 
allow groundwater to flow into the well 
from the most productive aquifer(s). All 
water wells are required to prevent 
foreign substances from entering the well 
and the aquifer. This is called surface 
completion and consists of installing 
casing and sanitary seals. The casing also 
keeps the material of the aquifer from 
falling into the well and provides space for 
a pump and a filter pack. Well casing 
typically consists of steel pipe, but can also 
consist of plastic pipe (e.g., PVC) for some 
applications. The most common pumps 
used in wells today are line-shaft turbines 
and submersible turbine pumps. A well 
also could be an "open hole" completion 
below the sanitary seal and casing as in 
many bedrock wells. A well that is built 
correctly and is properly developed will 
not impede the flow of groundwater from 
the aquifer into the well or allow sediment 
from the aquifer to enter the well.  
 
Until the well pump is turned on, the groundwater level in the well will be that of the local 
water table for an unconfined aquifer or the potentiometric surface in a confined aquifer. When 
the pump is turned on, the groundwater inside the casing is pumped to the surface, and the 
water level within the casing is lowered. The difference in pressure between the water level in 
the casing and the water level in the aquifer creates a hydraulic gradient between the aquifer 
and the casing. As a result, groundwater flows from the aquifer into the casing to replace the 
water that is being removed.  
 
The rate at which groundwater flows from the geologic formation into the well is determined by 
the permeability and storage capacity of the aquifer material and efficiency of the well during 
pumping (effected by well design and construction).
 

Figure 9: Water well construction diagram for 
sand or gravel , known as unconsolidated material 
and bedrock completion. 
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